1 Honeywell Limit Switches
MICRO SWITCH" Heavy-Duty Limit Switches
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s The HDLS product line has been designed to be rugged and reliable even in the most challenging applications. It is
w available with a modular construction allowing for a wide variety of actuator styles, operating heads and electrical circuitry
options. Dual bearing construction offers increased strength with side rotary styles. Operating heads can be rotated 90
degrees and are also field adjustable to CW and/or CCW operation.
Features Specifications
n » Wide Variety of Operating Heads » UL Recognized, File #£37138
& » (Captive Head and Body Screws » CSA Certified, File #LR57326
2 » One-Piece Flat Base to Receptacle Seal Gasket » P65, IP66 and IP67
] » Dual Bearing Design on Side Rotary Construction to » NEMA1, 3,4, 4X,6,6P, 12and 13
(o] Prevent Side Loading Damage »  CE Certified
I » Gold Contacts Available for Low Energy Switching » (CC Approved
» Fluorocarbon Sealed Versions Available for High
Temperature-Chemical Resistance
LSA1A LSD1A LS2D4K
Side Rotary HDLS Limit Switches (Levers Sold Separately, Listed Below)
[ B Voltage Rating Current Operating Operating EACH
§ s,'l‘:fk Mrf"es Description (Thermal P.T. D.T. 0.T. Torque Temp.
S : w VAC | vDC Amps) (In.-Lb.) (°F) 1-14 15-24 25-49 50+
70120025 LSATA SPDT, Plug-In, Standard 600 240 10 15° 5° 60° 4.0 10-250 105.59 97.78 92.35 88.64
70120026 LSATE SPDT, Plug-In, Gold Contacts 250 60 0.05 15° 5° 60° 4.0 10-250 132.55 126.40 120.79 115.69
70120028 LSA3K SPDT, Non Plug-In, Standard 600 240 10 15° 5° 60° 4.0 10-250 128.87 122.96 117.57 111.68
70120029 LSASA SPDT, Plug-In, Indicator Light 120 120 10 15° 5° 60° 4.0 10-250 139.49 133.03 127.13 121.74
70120041 LSU1A SPDT, Plug-In, Low Pretravel 120 120 10 5° 3° 70° 4.0 10-250 147.73 138.87 135.91 132.96
70120038 LSP1A SPDT, Plug-In, Low Differential 600 240 10 9° 3° 66° 4.0 10-250 132.55 126.40 120.79 115.69
70120039 LSP3K SPDT, Non Plug-In, Low Differential 600 240 10 9° 3° 66° 4.0 10-250 125.64 119.82 114.51 109.65
© 70120040 LSR1A SPDT, Plug-In, Low Torque 600 240 10 15° 5° 60° 1.7 30-250 133.59 127.42 121.75 116.59
o 70120032 LSH1A SPDT, Plug-In, Low Differential, Low Torque 600 240 10 9° 3° 66° 1.7 30-250 135.82 127.67 124.95 122.23
= 70120037 LSN1A SPDT, Plug-In, Maintained, 2-position 600 240 10 65° 40° 20° 4.0 30-250 149.50 140.15 135.91 129.99
o] 70119040 LSA1A-1A SPDT, Plug-In, Standard, '/>" Conduit 600 240 10 15° 3° 60° 4.0 10-250 137.60 131.17 125.31 119.95
& 70119042 LSN3K SPDT-DB, Non Plug-In, /2" Conduit 600 240 10 65° 3° 20° 4.0 30-250 135.57 129.81 124.48 119.59
= 70119417 LSYAC1AT SPDT, Plug-In, Standard, '/>" Conduit 600 250 10 15° 5° 60° 4.0 10-250 162.92 154.32 147.80 141.80
= 70119418 LSYACSBT SPDT, Plug-In, Standard, '/>" Conduit 600 250 10 15° 5° 60° 4.0 10-250 191.00 180.95 173.30 166.28
70119419 LSYPC1A SPDT, Plug-In, Standard, /2" Conduit 600 250 10 9° 3° 66° 4.0 10-250 169.90 160.95 154.16 147.93
70120027 LSA2B DPDT, Plug-In, Standard, 3/ Conduit 600 240 10 15° 7° 60° 4.0 10-250 144.74 138.65 133.10 127.94
7 70120030 LSA6B DPDT, Plug-In, Standard, /2" Conduit 600 240 10 15° 7° 60° 4.0 10-250 149.50 142.67 136.49 130.79
= 70120033 LSM2D DPDT, Plug-In, Center Neutral, %" Conduit 600 240 10 18° 10° 57° 4.0 30-250 154.82 147.99 141.74 135.99
| 70120034 LSM4N DPDT, Non Plug-In, Center Neutral, 3/+" Conduit 600 240 10 18° 10° 57° 4.0 30-250 128.84 123.35 118.30 113.65
2 70120035 LSM6D DPDT, Plug-In, Center Neutral, /" Conduit 600 240 10 18° 10° 57° 4.0 30-250 149.58 143.30 137.53 132.22
5 70120036 LSM7N DPDT, Non Plug-In, Center Neutral, /2" Conduit 600 240 10 18° 10° 57° 4.0 30-250 131.78 126.13 120.95 116.17
2 70119032 LSL2C DPDT, Sequential, Plug-in, %/4" Conduit 600 240 10 15°* 5° 48° 4.0 10-250 186.46 175.27 171.54 167.81
o 70118591 LSA7L DPDT, Non Plug-In, /2" Conduit 600 240 10 15° 7° 60° 4.0 10-250 158.98 154.22 149.44 146.27
= 70119041 LSH6B DPDT, Plug-In, Standard, /2" Conduit 600 240 10 9° 3° 66° 1.7 30-250 172.43 163.83 156.06 148.96
=] 70119044 LSN6B DPDT, Plug-In, Standard, '/2" Conduit 600 240 10 65° 40° 20° 4.0 30-250 188.98 178.66 168.46 155.16
—
E *2nd Pole additional 10 degrees maximum. TFlourocarbon sealed version.
— Stainless Steel HDLS Stainless Steel Actuators (For the Stainless Steel HDLS)
E Stock Mir.’s Actuator Conduit Contact EACH Stock Mir.’s Description EACH
&,» No. Type Head Style Size Form 1-14 15-24 25-49 No. Type 1-14 15-24 25-49
3 70118682 | LS2A4K | Side Rotary 3414 NPT SPDT 508.62 | 484.39 | 462.38 70118687 LS2752B Roller — Adjustable, Stainless Steel 77.32 72.91 69.39
g 70118684 | LS2M4N | Side Rotary 3/4"-14 NPT DPDT* | 522.87 | 493.00 | 472.74 70118686 LS27518 Roller — Standard, Stainless Steel, 67.70 62.90 59.57
a 70118685 | LS2D4K Top Roller Plunger 3/4-14 NPT SPDT 557.46 | 531.88 | 508.56 Mounted on Front or Back of Lever
& 70119026 | LS2D4L | Top Roller Plunger 3/4"-14 NPT DPDT 521.38 | 499.75 | 479.85
*Center Neutral.
Plunger Actuated HDLS Limit Switches
2 » Double Break Action » 0.5-14 NPT Conduit Inlet
o
oc . . "
= ) Voltage Rating Operating Operating EACH
O Stock Mfr.’s - Current RAIS D.T. 0.T.
Description Force Temp.
g No. Type vAc [ wpc | (Thermal) j (In.) f " (In.) " (In.) (Lbs.) (°F) 1-14 1524 | 2549 50+
K 70120031 LSD1A SPDT, Plug-In, Top Roller 600 240 10 0.07 0.015 0.19 4.0 10-250 144.28 137.59 131.49 125.91
o 70120042 LSW1A SPDT, Plug-In, Adj. Side Plunger 600 240 10 0.10 0.025 0.19 6.0 10-250 149.07 142.69 136.87 131.48
70119033 LSC1A SPDT-DB, Plug-In, Top Plunger, '/2" conduit 600 240 10 0.07 0.015 0.19 4.0 10-200 142.61 131.58 123.84 116.96
70119034 LSF1A SPDT-DB, Plug-In, Side Roller Plunger, '/2" conduit 600 240 10 0.10 0.025 0.19 6.0 10-200 156.22 152.45 149.75 139.85
70119035 LSD6B DPDT-DB, Plug-In, Top Roller Plunger, /2" conduit 600 240 10 0.07 0.020 0.19 4.0 10-200 199.98 190.49 181.86 173.97
70119412 LSG1A SPDT, Plug-In, Side Roller Plunger, '/2" conduit 600 250 10 0.17 0.090 0.08 10 30-200 176.09 166.29 159.06 152.44
> Side Rotary Levers (for LS Series Limit Switches Listed Above and GL Series*)
é Stock | Mfr’s Lever Roller Roller Roller EACH
\ No Tyne Description Radius Material Diameter | Width | Mounting
< ; | (Inches) (Inches) | (Inches) | (Side) | 1-9 |10-24 | 25-49 | 50+
70120045 | LSZ51A | Standard Roller Lever 15 Nylon 0.75 0.25 Front | 13.82 | 12.48 | 11.90 | 11.37
70120046 | LSZ51B | Standard Roller Lever 15 Steel 0.75 0.25 Front | 13.82 | 12.48 | 11.90 | 11.37
70120047 | LSZ51C | Standard Roller Lever 15 Nylon 0.75 0.25 Back | 13.05 | 12.42 | 11.84 | 11.14
70120048 | LSZ51D | Standard Roller Lever 15 Steel 0.75 0.25 Back | 15.12 | 13.66 | 13.02 | 12.44
70120049 | LSZ52A | Adjustable Roller Lever 1.5-35 | Nylon 0.75 0.25 Back [ 19.00 | 18.04 | 17.17 | 16.39
70120050 | LSZ52B | Adjustable Roller Lever 1.5-35 | Steel 0.75 0.25 Back [ 18.93 | 18.00 | 17.14 | 16.39
70120051 | LSZ52C | Adjustable Roller Lever 1.5-35 | Nylon 0.75 0.25 Front | 18.93 | 18.00 | 17.14 | 16.39
2 70119217 | LSZ52D | Adjustable Roller Lever 1.5-35 | Steel 0.75 0.25 Front [ 20.71 | 19.70 | 18.76 | 17.93
= 70120052 | LSZ52J | Adjustable Roller Lever 1.5-35 | Nylon 1.00 0.50 Front | 27.00 | 25.39 | 24.84 | 24.30
= 70120053 | LSZ52K | Adjustable Roller Lever 1.5-35 | Nylon 1.50 0.25 Front | 28.47 | 27.02 | 25.73 | 24.54
 Turooin| Lorai | RodLave 150 |Stmesses| — | = | T |iass|iyss| e |isas
od Lever tainless Steel = = = ! a g ’ LSZ51A LSZ52D LSZ54N
70120055 | LSZ54R | Wire Lever 12.0 Spring Wire = = = 19.01 | 18.01 | 17.12 | 16.30 ST5 SZ5 SZ5
70120056 | LSZ55C | Offset Roller Lever 15 Nylon 0.75 0.25 Front | 18.65 | 18.02 | 17.09 | 15.88
70120057 | LSZ61 | Flexible Loop 6.0 Nylatron = = = 19.00 | 18.00 | 17.10 | 16.29
70120058 | LSZ68 | Delrin Rod with Spring, 0.25" Dia. | 12.0 Delrin — — — 26.99 | 24.30 | 23.15 | 21.47

1 *GL Series may be found on page 83.
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